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NEW QUESTION 1
- (Topic 1)
Service providers that implement MPLS Inter-AS Option B must ensure that the ASBRs between each provider learn all VPNv4 routers from both providers. How
can this requirements be accomplished?
A. Ensure that each ASBR is configured for all VRFs from within its own provider backbone
B. Configure each ASBR to retain route targets for all VPNv-4 learned routes
C. Configure the VRFs form the connecting provider in order to learn route targets on each ASBR
D. Ensure that LDP is conjured between each ASBR for label exchange on all VRFs
Answer: B

NEW QUESTION 2
- (Topic 1)
In a PE-CE scenario using OSPF as the routing protocol a down-bit set can be advertised in which OSPF LSA type?
A. Type 1 LSA
B. Type 2 LSA
C. Type 3 LSA
D. Type 4LSA
Answer: C

NEW QUESTION 3
- (Topic 1)
A network engineer is configuring a POS interface on Cisco router running a cisco IOS Software. The POS interface must permit logging of payload label and C2
mismatch SONET/SDN alarms. Which option is the correct configuration?
Interface pos<number> Pos report pplm
A. Interface pos<number> Pos report all
B. Interface pos<number> Pos report encap
C. Interface pos<number> Pos report ppdi
D. Interface pos<number> Pos report ptim
Answer: A

NEW QUESTION 4
- (Topic 2)
In a L2VPN service, customer CE sends frames to PE1 using a CoS making value of 3. However , the remote CE receives those frames from PE2 with a CoS
marking value of 0. Which description of this behavior is true?
A. Egress PE2 is not configured with an outbound policy-map facing CE2 to preserve CoS marking
B. Egress PE2 is marking EXP 0 upon label imposition
C. Egress PE2 is not configured with mpls Ldp explicit-null command
D. Ingress PE1 is remarking the CoS frame received from CE1 with valuye of 0
Answer: D

NEW QUESTION 5
- (Topic 2)
A service provider offers four classes of service for MPLS VPN customer with the following IPP/EXP values
A. voice=5i
B. video=4ii
C. priority-data =3i
D. best-effort data=0The service provider also supports multicast VPN services in the priority data and best- effort classe
E. Multicast VPN is implemented as a draft-rosen profil
F. On a P router, in the MPLS core, the ingres
G. QoS policy-map must classify all incoming packets, so that different classes of traffic can be properly handled in fabric queues and egress queue
H. All types of packets in the core network must be covered'Which ingress classification offers the optimal performance and provides the minimum number of
actions that match the service provider QoS requirements?A.class-map match-any VOICE match mpls experiment topmost 5 class-map match-any VIDEO match
mpls experiment topmost 4 class-map match-any CONTROL match mpls experiment topmost 6 class-map match-any PRIORITY match mpls experimental
topmost 3!policy-map INGRESS class VOICEset qos-group 5 class VIDEO set qos-group 4class CONTROL set qos-group 6 class PRIORITY set qos-group 3
class class-default B.class-map match-any VOICE match mpls experiment topmost 5 class-map match-any VIDEO match mpls experiment topmost 4 class-map
match-any CONTROL match mpls experiment topmost 6 7match ip precedence ipv4 internet network class-map match-any PRIORITYmatch mpls experimental
topmost 3 match ip precedence ipv4 flash!policy-map INGRESSclass VOICE set qos-group 5 class VIDEO set qos-group 4class CONTROL set qos-group 6 class
PRIORITY set qos-group 3 class class-default C.class-map match-any VOICE match mpls experiment topmost 5 match ip precedence ipv4 critical class-map
match-any VIDEO match mpls experiment topmost 4match ip precedence ipv4 flash-override class-map match-any PRIORITYmatch mpls experimental topmost 3
match ip precedence ipv4 flash!policy-map INGRESS class VOICEset qos-group 5 class VIDEO set qos-group 4 class PRIORITY set qos-group 3class classdefault
Answer: C

NEW QUESTION 6
- (Topic 2)
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Refer to the exhibit. A router CE_RP is configured as a rendezvous point in an IPv4 multicast domain. What is the root cause of this issue?
A. A PIM neighbor is sending a PIMv6 message to CE_RP, however IPv6 multicast is not enabled on this router
B. The multicast application from the 1.1.5.4 source is using a reserved IPv4 multicast address
C. The PIM adjacency between CE_RP and the downstream router is down
D. A downstream PIM router sent a join message, which CE_RP does not want to accept
Answer: D

NEW QUESTION 7
DRAG DROP - (Topic 3)
Drag and drop the BGP AS configuration or route-reflector characteristic from the left onto the correct scalability topic on the right

A. Mastered
B. Not Mastered
Answer: A
Explanation:

NEW QUESTION 8
- (Topic 3)
You applied this ACL to the interface and several people reported that they were unable to access the network.
ipv6 access-list webOnly permit tcp any 2001:DB8::/32 permit udp any 2001:DB8::/32 deny ipv6 any any
Which answer explains why they were unable to access the network?
A. The connections are stal
B. The users must close and restart their applications.
C. DNS queries and replies are not working.
D. The ACL is blocking the operation of the ND process.
E. DHCP requests are not reaching to the DHCP server.
Answer: C

NEW QUESTION 9
- (Topic 3)
The ASBR-summary LSA is:
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A. Generated by the ABR and describes reachabilty to the ASBR for routers in the same area with the ASBR
B. Generated by the ASBR and describes reachability to itself
C. Generated by the ABR and describes reachabilty to the ASBR for routers in a different area from the ASBR
D. Generated by the ASBR and describes reachabilty to the ABR
Answer: C

NEW QUESTION 10
- (Topic 3)
Which statement about 6PE is true?
A. An additional address family was added to MP-BGP for the support of 6PE.
B. MP-iBGP is needed to support 6PE.
C. LDP is needed to support 6PE.
D. P routers need to be dual stack.
E. MP-eBGP is needed to support 6PE.
Answer: B

NEW QUESTION 11
DRAG DROP - (Topic 3)
Drag and drop the QoS characteristics on the left onto its correct QoS mechanism on the right

A. Mastered
B. Not Mastered
Answer: A
Explanation:

NEW QUESTION 12
- (Topic 3)
The origin is a mandatory attribute that defines the origin of the path information.
Which three options are valid origin attributes? (Choose three.)
A. IBGP: NLRI is learned via intra-AS BGP.
B. EBGP: NLRI is learned via inter-AS BGP.
C. IGP: NLRI is interior to the AS of origination.
D. EGP: NLRI is learned via EGP.
E. INCOMPLET
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F. NLRI is unknown or learned some other way.
Answer: CDE

NEW QUESTION 13
- (Topic 3)
Which are the three characteristics of Cisco IOS Embedded Packet Capture? (Choose three)
A. It has the facility to the export the packet capture in pcap format
B. It uses EXEC-level commands to start and stop the capture
C. The Cisco IOS output is displayed in a human-readable format
D. It has the ability to preserve Ethernet encapsulation information when exported
E. It has the ability to capture packets in the Cisco Express Forwarding path
F. The capture can be performed only on physical interfaces and subinterfaces
Answer: ABE

NEW QUESTION 14
- (Topic 4)
Which statement about standard STS-1 SONET framing is true?
A. 8 rows by 64 bytes
B. 6 rows by 64 bytes
C. 10 rows by 96 bytes
D. 8 rows by 128 bytes
E. 9 rows by 90 bytes
Answer: E
Explanation:
In the case of an STS-1, the frame is 810 octets in size, while the STM1/STS-3c frame is 2,430 octets in size.
For STS-1, the frame is transmitted as three octets of overhead, followed by 87 octets of payload. This is repeated nine times, until 810 octets have been
transmitted, taking 125 s. In the case of an STS-3c/STM-1, which operates three times faster than an STS-1, nine octets of overhead are transmitted, followed by
261 octets of payload. This is also repeated nine times until 2,430 octets have been transmitted, also taking 125 s.
For both SONET and SDH, this is often represented by displaying the frame graphically: as a block of 90 columns and nine rows for STS-1, and 270 columns and
nine rows for STM1/STS-3c. This representation aligns all the overhead columns, so the overhead appears as a contiguous block, as does the payload.

NEW QUESTION 15
- (Topic 4)
In relation to MPLS Multicast VPN, which three statements about multicast distribution tree (MDT) groups are true? (Choose three.)
A. MDTs are built in customer networks.
B. MDTs are built in provider networks.
C. The number of MDTs depends on PIM modes of MDT groups.
D. Default MDT groups are used for PIM control traffic, low-bandwidth sources, and flooding of sparse mode traffic.
E. Data MDT groups are used for high-bandwidth sources to reduce replication to uninterested PEs.
F. Data MDT groups forward multicast packets using MPLS labels and Default MDT groups forward multicast packets using GRE tunnels.
Answer: BCE

NEW QUESTION 16
- (Topic 4)
What is the payload capacity of an SDH/STM1 circuit?
A. 155.52 Mbps
B. 150.336 Mbps
C. 153.472 Mbps
D. 151.424 Mbps
Answer: B

NEW QUESTION 17
- (Topic 5)
Which statement about the use of Route Target Rewrite is true?
A. It is mainly used in Intra-AS MPLS VPN deployments and is configured at the ASBR to avoid misconfiguration of the Route Target assignment for VPN
configurations.
B. It is mainly used in Inter-AS MPLS VPN deployments and is configured at the ASBR to avoidmisconfiguration of the Route Target assignment for VPN
configurations.
C. It is mainly used in Intra-AS MPLS VPN deployments and is configured at the Router Reflector to avoid misconfiguration in Route Target assignment for VPN
configurations
D. It is mainly used in Inter-AS MPLS VPN deployments and is configured at the Router Reflector to avoid misconfiguration of the Route Target assignment for
VPN configurations
E. It is mainly used in Inter-AS MPLS VPN deployments and is configured at the PE router to avoid to misconfiguration of the Route Target assignment for VPN
configurations
Answer: B
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Explanation:
The MPLS VPN—Route Target Rewrite feature allows the replacement of route targets on incoming and outgoing Border Gateway Protocol (BGP) updates.
Typically, Autonomous System Border Routers (ASBRs) perform the replacement of route targets at autonomous system boundaries. Route Reflectors (RRs) and
provider edge (PE) routers can also perform route target replacement. The main advantage of the MPLS VPN - Route Target Rewrite feature is that it keeps the
administration of routing policy local to the autonomous system.

NEW QUESTION 18
- (Topic 5)
When configuring Multicast VPN (MVPN) over an MPLS core, both the Default and Data MDT is configured under which configuration mode?
A. router(config-router)#
B. router(config)#
C. router(config-router-af)#
D. router(config-if)#
E. router(config-vrf)#
Answer: E

NEW QUESTION 19
DRAG DROP - (Topic 5)

A. Mastered
B. Not Mastered
Answer: A
Explanation:

The Leader of IT Certification

visit - https://www.certleader.com

100% Valid and Newest Version 400-201 Questions & Answers shared by Certleader
https://www.certleader.com/400-201-dumps.html (196 Q&As)

NEW QUESTION 20
- (Topic 5)
What is the definition of "jitter"?
A. The total end-to-end delay
B. The time it takes for the bits to transit the physical media.
C. The delay caused by placing the bits on the wire.
D. The variations of delay.
Answer: D

NEW QUESTION 21
......
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